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INTEGRITY AND LOYALTY IN OUR BRAND

2 STAGE / 50 BAR
FILTER PACK

Filter Pack with Crash Frame 
Specifically designed by our team to facilitate extra safety measures for rigorous job sites and provide better air quality to feed into equipment, 
saving you major repair costs in the long run and increase equipment life-cycle. 

Design performance: 
The Filter Pack is bundled with 2 filters:

1.	 Water Seperator: removes 99.9% (>100 μ) of water dropplets.
2.	 General purpose filter: removes 99.9999% (>1 μ) of solid contaminants and 0.5 mg/m3 of residual oil content.

Both filters are made to withstand pressures up to 50 bar and nominal volume flow of 2,550 m3/h and are certified by ISO 8743:2010 [2 : 7 : 2 ] 
standard.

Water Seperator Specifications

Nominal Volume Flow (VN) 2,550 m3/h

Max Operating Pressure 50 BAR

Water Seperation (Micron) >100 μ

General Purpose Filter Specifications

Nominal Volume Flow (VN) 2,550 m3/h

Nominal Volume Flow (VN) 50 BAR

Fine Particle Seperation (Micron) >1 μ

Residual Oil Seperation 0.5 mg/m3

Filter Pack Specifications

Filter Pack Specifications -30˚C / +120˚C

Dimension and Weight

Length 800 mm

Width 470 mm

Height 860 mm

Weight approx. 55 kg

Conformity with EU Directive 97/23/EC
All the filters comply with Pressure Equipment Directive 97/23/EC and are marked with this directive.


