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1,060 SCFM / 345 BAR (5000 PSI)

AUSTRALIA | UNITED ARAB EMIRATES | SAUDI ARABIA | NEW ZEALAND | KAZAKHSTAN | TURKEY | GEORGIA | AZERBAIJAN | IVORY COAST | ITALY
MOZAMBIQUE | QATAR | OMAN | BAHRAIN | SOUTH AFRICA | GHANA | INDIA | JORDAN | CYPRUS | BRAZIL | ANGOLA | MALAYSIA | UK | SINGAPORE
INDONESIA | VIETNAM | THAILAND | EGYPT | MOROCCO | TURKMENISTAN | GERMANY | DENMARK | PAPUA NEW GUINEA | NORTH AFRICA

Access Hire Middle East LLC @
Q 99 . Access Hire Middle East @
v 9999 Y Access Hire Middle East @

9 999 9990
99 \ 99 v 99999 access_hire

9 9 v
y 9
9
9

@

800 888 4473 +971 48841118 contactus@accesshire.ae www.accesshiremiddleeast.com

)\
K
23
R

XA




A

B13-63/5000
BOOSTER COMPRESSOR

SPECIFICATIONS WEIGHT AND DIMENSIONS

Model B13-63/5000 cm 487
Length
Engine Specification CAT C13T3/G3 inch 192
Engine Power kw 328 cm 223
Width
Compression Stages 3 inch 88
psi 350 cm 224
Inlet Pressure Height
bar 24 inch 88
cfm 1200 Weight kg 7000
m?/min 34 Ibs 15432
Outlet Performance
psi 5000
bar 345

THREE STAGE MODE

CAPACITY (SCFM) AT VARIOUS PRESSURE AND RPM

Suction pressure Discharge Pressure

(psig) (psig) 1800 rpm 1600 rpm 1400 rpm 1200 rpm
320 5000 1000 889 778 667
295 4626 925 823 720 617
270 4251 851 756 662 567
245 3877 776 690 604 517
220 3503 701 624 546 468
195 3129 627 557 488 418

CAPACITY (M3/MIN) AT VARIOUS PRESSURE AND RPM

S“"“‘(’L‘a':;‘;ss“’e Discha{g:r:;ess“re 1800 rpm 1600 rpm 1400 rpm 1200 rpm
22 345 28 25 22 19
20 319 26 23 20 18
19 293 24 21 19 16
17 267 22 20 17 15
15 242 20 18 16 13
13 216 18 16 14 12
NOTE:

Areas highlighted in green are optimized for concentric valve performance and valve life.
Areas highlighted in yellow may experience some losses in valve efficiency and valve life.
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BOOST PRODUCTIVITY. MAXIMIZE SAFETY!
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When we talk about high pressure boosters, we simply mean a compressor which enables you to step up the pressure of the primary feed air
compressor. If you require air or nitrogen at any pressure between 69 and 345 bar (1000 and 5000 psi), Atlas Copco’s high pressure booster with
unique in-house designed pumper block is the most efficient choice. They are designed to be transported to your point of work — no matter how
remote the location. Whether you are in rental, service industry or water well drilling; this portable booster is the best solution for your needs.

QQ Efficiency and Productivity

Our boosters further increase pressure ratio of air or nitrogen by
approximately factor 2.7 and 2.9 per compression stage (up to 3 stages
available). The integrated fuel tank autonomy further improves ease of
use.

Finally, the bypass system allows you to connect the primary
compressor to the pipeline before activating the booster; allowing you
to gradually build up pressure in the target application.

.Q.O Serviceability

Our pumper block design is not only efficient and small, it is also easy
to maintain. The standard components don't require special oils and
all service points are easily accessible. A booster can be maintained
by one service technician without the need for a crane or special tools
within 4 hours.

In addition, our boosters’ centralized drains offer ease of use in your
daily operations. Finally the bypass system allows for easy cleaning
of the pipes before usage to avoid downtime due to particles in the
booster.

QO Transportability

. Our in-house pumper block design allows for a unique set-up of all
booster components, greatly impacting the footprint of the high
pressure booster. Even a 4.4 m? (47ft?) booster can boost gas up
to 69 bar (1000 psi).

. This small footprint limits transportation costs as both the booster
and feed air compressor can be combined on one trailer.

. With the weight as low as 2950 kg (6500 pounds), even demanding
offshore applications experience no limitations.

. Standard forklift slots and lifting eyes further improve
maneuverability once on site.
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0{.} Versatility and Profitability

Through the new Xc4004 Smart air controller, the required output
pressure can easy be defined with a touch of the button. You determine
the pressure, while your application dictates the flow. For example in a
drilling application, drilling speed can efficiently be increased, reducing
the cost per meter drilled and improving your overall profitability.

In addition, the modular design of our dual stage boosters, allows you
to change from dual to single stage, increasing the utilization rate of
your investment to fit various requirements.

.Q.G Safety

Our state-of-the art Xc4004 controller is constantly monitoring all vital
parameters of the booster. In case of pending failure, the controller
will protect your investment by automatically shutting down and
thus avoiding damage to core components. It will also indicate when
preventive maintenance is required, avoiding unexpected downtime.
The controller informs through audible alarms if the temperature of
the cylinder valves reaches a certain level, even indicating the specific
valve that requires maintenance.

QG Smart Air Controller

From improving versatility to increase the utilization rate of
your investment, to minimizing downtime by preventive service
announcements and audible alarms; the new Xc4004 Smart air
controller changes the process of high pressure boosting.

In addition

. A clear 7 inch screen with all key parameters at first glance.

. Access to historical data.

. Remote controlling With this controller, your booster is ready for
the future.

With this controller, your booster is ready for the future.
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STOP COMPRESSING AIR — START CONTROLLING IT!

Smart Air Xc4004 Controller

The Smart Air Xc4004 Controller features the latest innovations. We believe a controller should put you in complete control, while being intuitive, and
most importantly easy to use and navigate. Smart controls also protect your investment: improve your efficiency while decreasing the operating costs

of your equipment through advanced insights.

Advanced Features:

% && AQ) @ ||ll|

Smart user interface with Mirror application for Audible, clear warning Robust design which Takes efficiency, control
key parameters at first remote control. system for any deviations. resists water and dust and connectivity to the
sight. (IP67 rated). next level.

Easy To Use Interface

. 7 inch LED screen.

. Simultaneous view of pressure and flow increase control on the output flow required by your application.
. Visible fuel and AdBlue® levels as well as running hours avoid unnecessary downtime.

. Personalized interaction through metrics and language settings.

Powerful Insights Increase Uptime

. Easy access to trends of 15 parameters.
. Increase uptime through preventive maintenance.

Save Time Through Remote Controlling
. Mirror application: control feed air compressor through second controller at point of use.

. All machine parameters remotely adjustable: Multi pressure/flow settings, emergency stop.
. Hard wired or RRC radio remote connection.
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